Explosion-proof Class C distribution box
dimensions and specifications

Article Overview

Class C explosion-proof distribution boxes are designed for hazardous areas, typically
constructed from stainless steel or aluminum, with flameproof enclosures, flexible
mounting, and customizable cable entry options.

Key Specifications

* Material: Commonly 304 or 316L stainless steel or aluminum, providing corrosion
resistance and durability in harsh environments .

* Flameproof Rating: Enclosures meet Ex d IIC T6...T4 standards for gas groups and
Ex tb IIC T80°C...T130°C for dust groups, suitable for Class I, Division 1 & 2, Groups C
and D hazardous areas .

* Ingress Protection: Many models provide IP66/IP67 ratings, ensuring protection
against dust and water ingress .

* Mounting: Boxes can be freestanding, wall-mounted, or combined modularly.
Detachable mounting feet and optional hinges allow flexible installation and easy
maintenance .

* Internal Features: Internal mounting plates are machined for field installation of
components such as circuit breakers, disconnect switches, and terminal blocks.
Internal grounding lugs are provided for safety .

* Cable Entry: Conduit entries can be drilled and tapped according to site
requirements. Optional cable glands (e.g., DQM-II or DQM-III) are recommended for
flameproof integrity . - s
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Article Content
EJB series

GUB... series enclosures are suitable for use in industrial plants, chemical and
petrochemical industries, offshore plaftorms, etc.

Explosion Proof Distribution Box & Electrical Enclosures

Durable Hexlon Explosion Proof Distribution Boxes and Electrical Enclosures, IECEx
and ATEX certified for Zone 1 and Zone 2.

Custom CZ1290 Explosion-proof distribution boxes

CZ Electric Co., Ltd was established in 1990, is a CZ1290 Explosion-proof distribution
boxes suppliers, and

Distribution Boxes HRMD96 Series Explosion-proof Distribution Panels

‘Equipped with specialized hinge structure, which can prevent the flameproof joints
from damage when opening and closing the box,

TECHNICAL DATA SHEET o000 eoe ee Cast aluminum steel control/junction box

Auxiliary device drilling and tapping guidelines For hazardous locations follow these
procedures for proper compliance When using

EJB series

Are suitable to be used in hazardous areas for different applications, and can be used
as push button stations, instrument housing,

C1D1 Exdura Explosion Proof Junction Box

The C1D1 Exdura Explosion Proof Junction Box from West Durable Lighting is
engineered for maximum safety and performance in

EJB-ULX enclosure

These enclosures are designed to contain regular industrial electrical components or
equipment on the mounting plate like fuses,

HRMDO91 Explosion proof Distribution Box (Ex d [IB+H2)

HRMD91 Explosion proof Distribution Box Explosion protection to - IEC - CENELEC -
NEC Can be used in Zone 1 and Zone 2

Crouse-Hinds series EJB Explosionproof Enclosures catalog page

Junction boxes listed can be furnished with drilled and tapped openings, subject to
material required and the limitations of maximum

Crouse-Hinds series CEAG GHG66 Enclosures catalog page
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Explosion-protected signal lamps, indicating and con-trol components are built into
connection and bus-bar boxes, as required.

Hazardous Location Enclosures | nVent HOFFMAN

Rely on nVent HOFFMAN to protect your electrical controls in Division 1 or Zone 1
areas with flameproof and explosion proof

Explosion-Proof Distribution Box BX53-IV | Product Center

BX53-IV Explosion-Proof Distribution Box operates to safely distribute electrical power
in risky areas, eliminating ignition threats.

Control and Distribution Panels | Ex d | EJB Series

The enclosures are certified Ex d IIB+H2 and Ex tb as well as "explosion-proof". They
are available in many sizes, a wide range of

Junction Box Aluminium (Ex d) EJB-A

The EJB A range of ex proof junction boxes has been desighed to meet the main
requirements of power distribution, monitoring and

HRMD91 Explosion proof Distribution Box (Ex d [IB+H2)

Equipped with a specialized hinge structure which can prevent damage to the
flameproof joints when opening and closing the box

Ex Junction Boxes and Atex Enclosures - Atex Delvalle

Our Atex Delvalle's Ex junction boxes and large enclosures are flameproof and
prepared for use them in explosive atmospheres

PowerPlus EXD Explosionproof Panelboards | Crouse-Hinds series

Crouse-Hinds series PowerPlus panelboards provide premium factory sealed and
value non-factory sealed solutions for the

ATEX & IECEx Certified Enclosures

Bison Profab manufactures Class 1 Division 1 and Class 1 Division 2 enclosures that
are commonly used in hazardous, explosive

Top 3 Facts About Explosion Proof Distribution Box & Electrical

Learn the top 3 facts about explosion proof distribution boxes & electrical
enclosures—certifications (ATEX, IECEX,

Explosion proof distribution box standards and

Consequence: The installation elevation of the lighting explosion-proof distribution
box (panel) does not
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Explosion Proof Control Panel Enclosure Factory, Hazardous Location ...

Explosion proof panelboards sale at SUREALL! Explosion proof starter disconnect
enclosure provides professional lighting solutions

Crouse-Hinds series ECP Brochure

ECP Series Explosionproof Enclosures Featuring an optimized design and fast lead
times for OEMs, ECP enclosures are available in

Explosion-Proof Distribution Boxes & Panels Manufacturer

The explosion-proof distribution box safely delivers power in hazardous zones (oil,
gas, chemical plants) with rugged, spark-resistant

Control and Distribution Panels | Ex d | EJB Series

The enclosure series EJB forms the optimal basis for the application-specific
configuration of terminal boxes, control stations as well

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://watermanfinance.co.za

Email: sales@watermanfinance.co.za

Phone: +49-176-8294713

Address: Neue Mainzer Str. 66-68, 60311 Frankfurt am Main, Germany

This document is for informational purposes only. Specifications subject to
change without notice.

© 2026 Waterman Line Accessories & Optical Protection - All rights reserved


http://www.tcpdf.org

